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EXISTING COBRA HEAD LIGHT FIXTURE AND

EXPOSED AGGREGATE CONCRETE POLE

PROPOSED TREE IN REINSTALLED
SIDEWALK TREE GRATE AT SAME
LOCATION AS EXISTING
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PROPOSED TYPICAL CROSS SECTION

IL ROUTE 18 (MAIN STREET)

STA. 12+54.30

TO STA. 30+66.80

66’

BUILDING EXTERIOR

EXISTING BASE COURSE

EXISTING COBRA HEAD LIGHT FIXTURE

33
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22' & VARIES
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BRICK PAVERS

EXISTING TYPICAL CROSS SECTION

IL ROUTE 18 (MAIN STREET)

STA. 12+54.30 TO STA. 30+66.80

i

I™—BUILDING EXTERIOR

EXISTING HOT—MIX ASPHALT SURFACE

EXISTING BASE COURSE

EXIST. BRICK PAVER SIDEWALK BANDING
OVER 7" AGGREGATE BASE COURSE TY. B

EXISTING ELECTRICAL CIRCUITRY CONDUIT, SEE NOTE 3.
EXISTING B6.12 CONC. CURB AND GUTTER
EXISTING HOT-MIX ASPHALT SURFACE

EXPOSED AGGREGATE CONCRETE POLE

| — EXISTING 4" P.C. CONCRETE SIDEWALK

LEGEND
EXISTING PROPOSED
——s4——  SANITARY SEWER <,  TREE TO BE REMOVED
——s7—— STORM SEWER TREE—SEE SCHEDULE FOR
- CURB INLET OQ@ DIA. AND SPECIES
O STORM MANHOLE 55550
. NORTHING EASTING COORDINATE
) SANITARY MANHOLE E 5894300
et WATER SHUTOFF VALVE o TREE GRATE REMOVE AND REINSTALL.
o REINSTALL SALVAGED TREE GRATE AFTER
168
FIREHYDRANT PROPOSED TREE INSTALLATION
® WATER METER
o WATER VALVE e e EXISTING RIGHT OF WAY
W WATER MAIN <> PROPOSED TRASH RECEPTACLE, N.LC. SHOWN
N SIGN FOR INFORMATION ONLY
PROPOSED 4" BENCH, N..C. SHOWN FOR
= TRAFFIC VAULT @ INFORMATION ONLY
= TRAFFIC CONTROL CABINET
&2 TRAFFIC SIGNAL MAST
s34 TRAFFIC SIGNAL POST
® TELEPHONE MANHOLE
= ELECTRIC HANDHOLE
AND =0 LIGHTPOLE WITH COBRAHEAD
(D, TREE W/ DIAMETER
&> BENCHMARK
A CONTROL POINT
+ CHISELED "X"
—— —— RIGHT OF WAY
——-2——— PROPERTY LINE

PLAN NOTES

1. ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE TAKEN TO MEAN
THE LATEST EDITION OF THE CITED STANDARD.

2. THE TELEPHONE NUMBER FOR UTILITY LOCATING IS 1-800-892-0123.

3. 1T SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE THE ACTUAL
LOCATION OF ALL UNDERGROUND UTILITY FACILITIES. HE OR SHE SHALL OBTAIN
FROM THE RESPECTIVE UTILITY COMPANIES DETAILED INFORMATION RELATIVE TO
THE LOCATION OF THEIR FACILITIES AND THE WORKING SCHEDULES OF THE
UTILITY COMPANIES FOR THEIR MARKING OF THE EXACT LOCATIONS. THE
CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH THE UTILITY
COMPANIES AND THE CITY OF STREATOR.

OVER 7" AGGREGATE BASE COURSE TY. B

EXISTING ELECTRICAL CIRCUITRY CONDUIT, SEE NOTE 1.
EXISTING B6.12 CONC. CURB AND GUTTER
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